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A practical ﬁrst-principles scheme for time-dependent transport through realistic systems at ﬁnite temperature is
established by the combination of time-dependent density functional theory and nonequilibrium Green’s-function
formalism with wide-band limit approximation. This method extends the adiabatic wide-band limit approximation
developed earlier [Zheng et al., Phys. Rev. B 75, 195127 (2007)]. It is implemented with both time-dependent
density functional theory and time-dependent density functional tight-binding method and is applied to simulate
the time-dependent transport through a carbon nanotube based electronic device to demonstrate its validity.
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I. INTRODUCTION

First-principles method for the open quantum system has
seen a tremendous growth of research interest.1–7 Based on
the time-dependent holographic electron-density theorem, the
existence of rigorous ﬁrst-principles method for open electronic system was conﬁrmed.1,8 Consequently, time-dependent
density functional theory (TDDFT)9 was combined with
nonequilibrium Green’s function (NEGF) method to study
the time-dependent quantum transport and was termed as
TDDFT-NEGF.1,8,10–17 If current density is employed as the
basic physical quantity of interest, the extension of timedependent current-density functional theory (TDCDFT)18 to
open quantum system was rigorously established, which was
termed as stochastic TDCDFT.2,3 Based on TDDFT-NEGF,
practical numerical schemes were developed in terms of the
equation of motion (EOM) for the reduced single-electron
density matrix (RSDM).1,8 Within the TDDFT-NEGF theory,
the RSDM was integrated in time-domain,1 and the resulting
TDDFT-NEGF-EOM was solved to investigate the transient
current through carbon nanotube (CNT) based device under
both ac and dc bias voltages. It was found that the transient
electronic dynamic of the CNT-based device can be understood
in terms of equivalent classical circuit.19 In these calculations,
the adiabatic wide-band limit (AWBL) approximation was
employed to account for the dissipative interaction between
the device and the environment. The AWBL is valid for
zero temperature, and is expected to be only suitable for
low-frequency response. In order to capture the ultrafast
process and deal with the systems at ﬁnite temperature, a
more accurate method is desired. Among many methods,6,11–13
the hierarchical equation of motion (HEOM) is a promising
candidate to account for the dissipative interaction between
the device and environment.12,14 Combined with TDDFT,
the resulting TDDFT-NEGF-HEOM terminates at the second
tier.12,14 Unfortunately, this two-tier-HEOM is not efﬁcient
for the simulation of realistic devices. However, when the
wide-band limit (WBL) approximation is adopted, the resulting TDDFT-NEGF-HEOM-WBL terminates at the ﬁrst tier,
making the overall method much more efﬁcient. In this paper,
we implement the TDDFT-NEGF-HEOM-WBL method and
demonstrate its validity by applying it to a CNT-based device.
This paper is organized as follows. In Sec. II, NEGFHEOM-WBL method is described in detail, and the combination between NEGF-HEOM-WBL and ﬁrst-principles method
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is introduced in a practical numerical scheme. A numerical
example on CNT-based device and discussion are given in
Sec. III. Finally, a summary is given in Sec. IV.

II. TIME-DEPENDENT DENSITY FUNCTIONAL THEORY
FOR OPEN ELECTRONIC SYSTEM

As TDDFT is an effective single-electron model, we
conﬁne ourselves to the effective single-electron Hamiltonian
as follows:

H = HD +
[Hα + HαD ],
(1)
α

where HD and Hα are the Hamiltonians of the device and lead
α, respectively; HαD is the interaction Hamiltonian between
device and lead α. The Hamiltonian of the device region reads

HD =
hμν (t)dμ† dν ,
(2)
μν

where dμ† and dν are the electronic creation and annihilation
operators in the device region, respectively; hμν is the
corresponding single-electron Fock matrix. For TDDFT, hμν
is the Kohn-Sham (KS) Fock matrix which is obtained by
projecting KS Fock operator onto a given set of basis. The

†
†
Hamiltonian of lead α is Hα = k kα (t)ckα ckα , where ckα and
ckα are the electronic creation and annihilation operators in
the lead α, respectively. kα (t) is the single-particle energy,
the time dependence of which comes from applied bias
voltage. The variation of single-particle energy in lead α
upon time-dependent bias is assumed to be kα (t) = k0α +
α (t), with α (t) being the voltage applied on lead α. The
interaction
between device and lead α reads
 Hamiltonian
†
HαD = αk,μ (Vkα μ ckα di + H.c.), where Vkα μ is the coupling
strength.
With the Hamiltonian described above, the EOM of the
RSDM reads1

i σ̇ (t) = [h(t),σ (t)] −
[ϕα (t) − ϕα† (t)],
(3)
α

in which the auxiliary density matrix ϕα (t) is expressed in
terms of NEGF:
 t
ϕα (t) = i
dτ [G< (t,τ ) α> (τ,t) − G> (t,τ ) α< (τ,t)], (4)
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where α = L,R. G< (t,τ ) and G> (t,τ ) are the lesser and
greater Green’s function of device, respectively. α< (t,τ ) and
>
α (t,τ ) are the lesser and greater self-energies due to the
coupling between device and lead α, respectively. The lesser
and greater self-energy can be expressed as20

t
d ±
<,>
fα ()ei τ [+α (t1 )]dt1 α (), (5)
(τ,t)
=
±2i
α
2π
where fα± () = 1/(e±β(−μα ) + 1) is the Fermi distribution,
with β being the inverse temperature. α () is the linewidth
function and can be expressed as

[ α ()]ij = π
δ( − kα )Vk∗α ,i Vkα ,j .
(6)
kα

Equations (3) and (4) are the general formalism for
open electronic systems coupled with noninteracting leads.
Since G< (t,τ ) corresponds to the electron-density matrix
[G< (t,t) = iσ (t)] and G> (t,τ ) corresponds to hole density
matrix {G> (t,t) = −i[1 − σ (t)]}, the ﬁrst term of Eq. (4) is
interpreted as the outcoming rate of electron from device to
lead α. Similarly, the second term of Eq. (4) is interpreted as
the incoming rate of electron from lead α to device. Hence,
ϕα (t) corresponds to the net rate of electron going through the
interface between lead α and device, and the transient current
can be evaluated by taking the trace of the auxiliary density
matrix ϕα (t):
Iα (t) = iTr[ϕα (t) − ϕα† (t)].

(7)

The RSDM can be solved by performing time-domain propagation of Eq. (3). The complexity now lies in the evaluation
of the auxiliary density matrix ϕα (t). In order to implement
this method to simulate realistic systems from ﬁrst-principles,
an efﬁcient method to deal with ϕα (t) is desirable. To achieve
this, the WBL approximation is employed, which involves
the following assumptions for the leads: (i) bandwidths are
assumed to be inﬁnitely large; (ii) linewidths are assumed to
be energy independent, i.e., α () = α . Within the WBL
approximation, the self-energy becomes

t
d ±
<,>
fα ()ei τ [+α (t1 )]dt1 α , (8)
(τ,t)
=
±2i
α
2π

2
where α = π kα |V | δ(f − kα ) is the linewidth function
evaluated at Fermi energy f of the unbiased system. To
further enhance the calculation efﬁciency, Padé approximation
is applied, in which the Fermi distribution function is expanded
as21

N 
ηk
1 
ηk
,
fα± () ≈ ∓
+
2
β( − μα ) + iζk
β( − μα ) − iζk
k

FIG. 1. Validity length L of Padé expansion against expansion
order N .

monotonically. A validity L is deﬁned as δf ()|β(−μα )=L = δ,
where δ is the tolerance desired in the simulation. It is easy
to show that the validity length L is dependent on expansion
order N . Take δ = 10−7 for instance, the relation between the
validity length L and the expansion order N is shown in Fig. 1.
For a certain system at temperature T , the number of Padé
expansion needed is determined by searching for an N whose
corresponding validity length is equal to β(max + |μα |), where
max is the maximum absolute value of the eigenvalues of Fock
matrix. Figure 1 indicates that higher-order Padé expansion is
needed for the system with lower temperature or larger energy
scale.
Based on Padé expansion and WBL approximation, the
integration in Eq. (8) can be evaluated analytically through
contour integration and residue theorem; the resulting expression of self-energy is
<,>
α (τ,t)

α

+x

N


x
αk (τ,t),

(10)

k

where x = + for t  τ and x = − for t < τ . The sign x
corresponds to upper (+) or lower half plane (−) contour
±
integration. αk
(τ,t) is deﬁned as
±
αk (τ,t)

=

t ±
2
ηk ei τ αk (t1 )dt1
β

α,

(11)

±
where αk
(t) = ±iζk /β + μα + α (t). Based on the approximation on self-energy described in Eq. (10), the auxiliary
density matrix is rewritten as

(9)
where ±iζk /β + μα are the kth Padé poles in the upper
and lower half plane, respectively; ηk /β is the corresponding
coefﬁcient. The accuracy of Padé expansion is determined by
the expansion order. Take fα+ () for example, its deviation
from the exact Fermi distribution function is deﬁned as δfα ().
Since δf () is an odd and monotonic increasing function
respect to β( − μα ), only the domain of β( − μα ) > 0 needs
to be examined. In this region, δf () increases from 0 to 12

i
≈ ± δ(t − τ )
2

ϕα (t) = i[σ (t) − 1/2]

α

+

N


ϕαk (t).

(12)

k

The ﬁrst term on the right-hand side (RHS) of the above equation comes from the integration over lesser/greater Green’s
function and δ function, and the second term on the RHS of
Eq. (12) is
 ∞
+
ϕαk (t) = −i
dτ Gr (t,τ ) αk
(τ,t),
(13)

085110-2

−∞

FIRST-PRINCIPLES TIME-DEPENDENT QUANTUM . . .

PHYSICAL REVIEW B 87, 085110 (2013)

where ϕαk (t) is the component of the ﬁrst-tier auxiliary density
matrix, which is evaluated through its EOM. Within the WBL
+
approximation, the EOMs of Gr (t,τ ) and αk
(τ,t) are linear
equations of themselves. Therefore, it is straightforward to
write down the EOM of the ﬁrst-tier auxiliary density matrix as
2iηk
+
i ϕ̇αk (t) = −
(14)
α − [αk (t) − h(t) + i ]ϕαk (t),
β

where
= α α is the total linewidth function. Hence,
Eqs. (3), (12), and (14) constitute a close set of EOMs,
which provides a practical and efﬁcient NEGF-HEOM-WBL
scheme for simulating the transient dynamics of noninteracting
systems. Solutions to the density matrix and auxiliary density
matrix are evaluated through these three equations with
corresponding initial conditions.
At initial time t = 0, the system is in its equilibrium state, in
which all the quantities are time independent. Hence, the time
derivative of the density matrix and auxiliary density matrices
are zero. From Eq. (14), it is straightforward to write down the
initial condition for auxiliary density matrix ϕαk (0) as
ϕαk (0) = −

1
2iηk
β αk (0) − h(0) + i

α.

(15)

Then ϕα (0) can be obtained from Eq. (12). The EOM of
the density matrix σ (0), i.e., Eq. (3), reduces to a nonlinear
equation for itself. It can be evaluated by employing the NEGF
method as
 2ηk
1
1
σ (0) = I +
.
(16)
Re
2
β αk (0) − h(0) + i
αk
Equations (15) and (16) provide the initial conditions for
solving the density matrix and auxiliary density matrix. After
bias voltage is switched on, the device is driven out of
equilibrium. The dynamic response of the device is obtained
by solving EOM of σ (t) and ϕαk (t) in time domain.
The NEGF-HEOM-WBL formalism has been implemented
in the framework of TDDFT and time-dependent density
functional tight-binding (TDDFTB) method,16,22 namely
TDDFT(B)-NEGF-HEOM-WBL. DFTB is an approximated
DFT based on the second-order expansion of DFT KS
energy respect to charge density ﬂuctuations on a reference
system. Within TDDFT(B)-NEGF-HEOM-WBL formalism,
the system is assumed to be in its ground state initially, the
properties of which are determined by molecular cluster
based technique.1 The extended cluster contains not only
the device region but also the portions of leads, since
the calculation of linewidth function L/R depends on
device-lead coupling matrix Vkα μ which is off-diagonal block
of the extended cluster’s KS Fock matrix. When the ground
state of the extended cluster is obtained, diagonal blocks of
the ground-state KS Fock matrix corresponding to leads are
r
extracted to evaluate the surface Green’s function gL/R
.23
Then the off-diagonal blocks corresponding to the coupling
between device and leads are extracted to construct the
linewidth function
 L/R within the WBL approximation,
i.e., ij (f ) = π kα Vk∗α ,i gkrα (f )Vkα ,j . With those quantities
known, initial conditions for density matrix and auxiliary
density matrix are obtained as described above.
After bias voltage is turned on, Hartree potential VH (r,t)
and exchange correlation (XC) potential Vxc (r,t) are updated

according to the change of the electron density δn(r,t) due to
bias voltage applied at the leads. Therefore, the change of the
KS Fock matrix induced by bias voltage includes Hartree and
XC components, i.e.,
h(t) = h(0) + δVH (t) + δVxc (t),

(17)

where h(0) is the ground-state KS Fock matrix. δVH (t)
and δVxc (t) are obtained by projecting bias induced Hartree
potential δVH (r,t) and XC potential δVxc (t) on atomic basis
set, respectively. δVxc (r,t) is evaluated from the change of
electron density δn(r,t). In this work, adiabatic local-density
approximation (ALDA) is adopted for XC functional. The
Hartree potential δVH (r,t) can be evaluated from the Poisson
equation,
∇ 2 δVH (r,t) = −4π δn(r,t),

(18)

which is subject to the boundary condition,
δVH (r,t)|SL = VL (t),
δVH (r,t)|SR = VR (t),

(19)

where SL /SR are the the interfaces between device and leads;
VL/R (t) is the bias voltage applied on lead L/R.
The time propagation of the density matrix σ (t) and
auxiliary density matrix ϕαk (t) are evaluated by employing the
fourth-order Runge-Kutta (RK4) method. Transient current
at each time step is obtained from Eq. (7). The number
of auxiliary density matrix is determined by the truncation
of Padé expansion. For instance, suppose Padé expansion is
truncated at Nk th order, there will be 2Nk ϕαk (t) matrices to be
evaluated from the EOMs at each time step. This is the most
time-consuming part. However, the linewidth function α is a
sparse matrix, especially for a large system where only a small
part of α have nonzero values. As a result, only a small block
of α and partial block of ϕαk (t) are needed to be calculated
in the numerical implementation, which greatly reduces the
computational costs and makes it possible to simulate large
systems.
III. NUMERICAL RESULT AND DISCUSSION

To illustrate the validity of this method, a comparison
between the WBL and non-WBL simulation is carried out on a
model system. The details about the non-WBL time-dependent
transport method is described in Ref. 14. The model system
contains a single energy level coupled to two leads, onsite
energy is set to be 0 = 0 eV. For the non-WBL method,
the linewidth function is described as a single Lorentzian
function α () = α0 W 2 /( 2 + W 2 ), where W is the width
of Lorentzian function. For the WBL method, the linewidth
function is set to be α (0) = α0 , i.e., the value when the
width of the Lorentzain linewidth function approaches inﬁnity,
W ∼ ∞. With bias voltage switched on at t = 0, the shift of
onsite energy is set as (t) = 0 + [VL (t) + VR (t)]/2.
In the numerical calculations, parameters are set as follows:
L0 = R0 = 0.25; the width of Lorentizan linewidth function
W = 20; bias voltages VR = 0, VL = 5; temperature is set
to be KB T = 0.1. Transient currents obtained from both
the WBL and non-WBL method are shown in Fig. 2, which
reveals that the two results agree quantitatively with each other.
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FIG. 2. (Color online) Transient current of single site system with
WBL approximation (solid line) and non-WBL (dash line). Time is
in units of h̄/ , current is in units of e/h̄. See text for parameters.

The reason is that the system under investigated is in linear
response region, since the applied bias voltage is much smaller
than the width of the Lorentzian linewidth function. As a
result, the accuracy for the applying of WBL approximation is
guaranteed, hence the two results perfectly match. The results
also verify that WBL is a reasonable approximation in the
linear response region. In such region, it is appropriate to
use the WBL method to simulate the transient current of the
realistic system.
Next, a ﬁrst-principles simulation is carried out on a (5, 5)
CNT-based device. As shown in Fig. 3, the (5, 5) CNT contains
60 carbon atoms, and is connected to aluminum leads at each
side. The distance between the CNT and the aluminum lead
is 1.5 Å. Each unit cell of aluminum contains 16 atoms, and
one unit cell of the lead on each side is included in the device
region. The whole device region contains 60 carbon atoms and
32 aluminum atoms.
For the CNT-based device described above, comparisons
between the WBL and AWBL methods are made. Since the
AWBL method is applicable for zero temperature, the WBL
simulation is carried out at very low temperatures (5 K in this
case) in order to make the comparison more meaningful. The
largest absolute value of the eigenvalues of Fock matrix is
around 19 eV after the core orbitals are excluded through a
projector operator,24 which requires the validity length of the
Padé expansion to be at least 4.4 × 104 . As a result, 300 order
Padé expansion is used for the WBL simulation to acheive
tolerance δ = 10−7 according to Fig. 1. The two methods are
carried out in both TDDFT and TDDFTB schemes with time
step for the RK4 propagation being 0.015 fs. The minimal
basis set STO-3G is chosen in the TDDFT simulation.

FIG. 3. (Color online) CNT-based device. There are 60 atoms for
the (5, 5) CNT and 16 atoms in a unit cell of aluminum leads.
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FIG. 4. (Color online) Transient current corresponding to exponential growth bias voltage. (a) TDDFT; (b) TDDFTB. See text for
parameters.

Figure 4 shows the transient currents induced by exponential growth bias voltage for both TDDFT and TDDFTB
simulations. The applied bias voltage is V (t) = V0 (1 − e−t/a ),
where V0 = 0.1 meV and a = 1 fs. As shown in Fig. 4, the
transient response to the bias voltage is very fast. The current
almost approaches its steady state in 10 fs. For exponential
growth bias voltage, the transient currents calculated by the
two methods agree quite well with each other except a
slight difference at the beginning, where the voltage changes
dramatically shortly after being switched on. The difference
is due to the fact that AWBL is not able to capture all the
memory effect as exactly as WBL. However, when the system
is approaching its steady state, the ﬂuctuation becomes smaller
and smaller in the long-time limit, making the memory effect
less signiﬁcant.
For ac transport cases, the applied bias voltage is periodic
in time and always drives the system out of steady state. As
a result, memory effect plays a more important role than that
for exponential growth bias voltage. Figures 5 and 6 show
the transient currents obtained from TDDFT and TDDFTB
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FIG. 5. (Color online) TDDFT calculation of transient current
corresponding to sinusoidal bias voltage, V (t) = V20 [1 − cos( 2πt0 t )],
V0 = 0.1 meV. (a) t0 = 2 fs; (b) t0 = 5 fs; (c) t0 = 10 fs. The black
solid line is WBL current; red dashed line is AWBL current.
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FIG. 6. (Color online) TDDFTB simulation of transient current
corresponding to sinusoidal bias voltage, V (t) = V20 [1 − cos( 2πt0 t )],
V0 = 0.1 meV. (a) t0 = 2 fs; (b) t0 = 5 fs; (c) t0 = 10 fs. The black
solid line is WBL current; red dashed line is AWBL current.

simulations under sinusoidal bias voltages, respectively. For
both TDDFT and TDDFTB simulations, the AWBL and
WBL methods show different phase delays, especially for
high-frequency bias. For instance, in the case of TDDFTB
simulation under high-frequency bias (t0 = 2 fs), the phase of
the AWBL current is even ahead of that of the bias voltage.
By comparing (a), (b), and (c) in Figs. 5 and 6, it can be
found that WBL is more suitable for high-frequency response.
However, when low-frequency ac bias voltage is applied, the
two methods agree well with each other. This result indicates
that AWBL is good enough for ac conductance simulations
at low frequency, while WBL method should be used if ac
conductance for high frequency is desired.
It should be pointed out that both the AWBL and WBL
methods are numerically efﬁcient compared to the conventional NEGF formula which directly discretizes the time.13
Figure 7(a) shows the relationship between the CPU time and
the simulated time, which is obtained through TDDFT-NEGFHEOM-WBL calculation on a CNT-based device. While the
relationship between the CPU time and the number of atoms
is shown in Fig. 7(b), which is obtained through TDDFTNEGF-HEOM-WBL calculation on a carbon chain. A carbon
chain is selected because only a small number of atoms are
contained in one unit cell, making it more ﬂexible for the
scaling calculation of CPU time. The simulation in Fig. 7(b)
is ﬁxed at 0.15 fs, i.e., ten time steps. Since the density matrix
and auxiliary density matrix are solved through EOMs with
the RK4 method, the CPU time is proportional to the simulated
time, which is conﬁrmed by Fig. 7(a). As shown in Fig. 7(b),
since the time complexity of matrix multiplication is O(N 3 )
(N is the number of atoms), the CPU time scales as O(N 3 )
against the number of atoms.

FIG. 7. CPU time against simulated time and number of atoms.
(a) Linear scaling of CPU time versus the simulated time; (b) CPU
time scales as O(N 3 ) against number of atoms N .

arbitrary bias voltages and is implemented with both TDDFT
and TDDFTB. The performance of the TDDFT(B)-NEGFHEOM-WBL is demonstrated via the numerical simulation
on CNT-based device. The CPU time scales linearly against
simulated time and scales as O(N 3 ) against the number of
atoms N . The computational cost of the newly developed
TDDFT(B)-NEGF-HEOM-WBL method is mainly controlled
by the ﬁrst-tier auxiliary density matrix ϕαk (t) which depends
on the number of Padé expansion. A lesser number of Padé
expansion is needed for higher temperature, making this
method especially suitable for room-temperature simulation.
Besides, according to the sparsity of the ﬁrst-tier auxiliary
density matrix ϕαk (t), only a small block of ϕαk (t) needs
to be evaluated, which reduces the computational cost of
evaluating ϕαk (t). Another important result of this work is that
the TDDFT-NEGF-AWBL is found to be quite accurate as long
as the frequencies involved are not too high, which validates
further the previous works.1,19 As long as we are interested
in the linear electric response region, the TDDFT(B)-NEGFHEOM-WBL formalism developed here provides the accurate
numerical results. Beyond the linear response region, the
electronic structures of the electrodes need to be taken into
account. Work along this direction is in progress.

IV. SUMMARY

In this work, an efﬁcient ﬁrst-principles method for
time-dependent quantum transport at ﬁnite temperature is
proposed at the level of WBL approximation for leads-device
coupling. This formalism enables the transient simulation on
large realistic systems at ﬁnite temperature corresponding to
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